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HEVATEX T25  
Нетканое качественное армирование из флисового полотна 

для критических мест в гидроизоляции узлов, таких как углы, 

трещины, ремонтные работы, нагруженные места и т.д. 
 

ОПИСАНИЕ Нетканый полиэфирный материал, состоящий из непрерывных нитей, термически уплотненный, 
для усиления ВОДОНЕПРОНИЦАЕМЫХ реактивных покрытий как полимерная мастика 
AQUAPROOF Reactive в критических точках, таких как углы, трещины, стыки и т.д. 
 

МЕТОДИКА 
НАНЕСЕНИЯ 
 

▪ Поверхности должны быть подготовлены в соответствии с инструкциями, приведенными в 
техническом паспорте AQUAPROOF REACTIVE 

▪ На подготовленную поверхность жирно наносится валиком или кистью первый слой 
AQUAPROOF REACTIVE 

▪ HEVATEX T25 кладется сверху и пропитывается свежим слоем до полного впитывания 
▪ Затем наносится еще один слой AQUAPROOF REACTIVE и равномерно распределяется валиком 

или кистью 

ХАРАКТЕРИСТИКИ ▪ Состав: 100% полиэстер 
▪ Плотность: 45 г/м2 
▪ Толщина: 0,2 мм 
▪ Предел прочности при растяжении: 12 даН/5 см 
▪ Относительное удлинение: 47% 

 
▪ Система: Hevatex T25 с пропиткой Aquaproof Reactive (TH) 
▪ Защита от растрескивания - TR008, при температуре от -10°C до +23°C: проходит 
▪ Сцепление и удлинение – согласно EN 527:  
▪ 1,54 МПа – 42% (23°C) 
▪ 1,54 МПа – 34% (-10°C) 

 

РАСФАСОВКА ▪ Рулоны: 
▪ Ширина 1 метр – 100 метров 
▪ Ширина 10 см - 50 метров 
▪ Ширина 25 см - 50 метров 
▪ Шириной 40 см – 50 метров 

 
 

 

 

DATE OF THIS EDITION: 12/12/2025 - Our general conditions of sale apply. This document does not have a contractual value. This technical data sheet replaces and  annules the previous edition. 

The information given in this sheet has the purpose to inform and advice you. At every moment, this sheet can be adapted because of technical evolution. All information is given in good faith and 

without any warranty. The application, use and processing of these products are beyond our control and therefore the entire r esponsibility of the user/client/applicator. The user of the product 

must test the product’s suitability and apply for the intended purpose. Established liability if any for any reason is always  limited to the value of the goods supplied by HEVADEX bvba. The products 

and systems are manufactured under total quality management. HEVADEX bvba reserves the right to change the properties of its products. Users must always refer to the most recent issue of the 

local Product Data Sheet, copies of which will be supplied on request. 


